	* Input Voltage : 415V
* Input Current : 25A
* Welding Current : 50 ~ 350A
* Duty Cycle : 60%
* Weight : 67Kg
* Dimensions (mm) : 350 x 840 x 605
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	Technical Specification 

Technical Characteristics
IMG 350
IMG 500
Primary Supply
50/60Hz (3ph V)
415V
415V
Rated Input
24A/17.3KVA
43A/30.9KVA
KW
13.3
23.5
Rated Welding Current
A
350
500
Open Circuit Voltage
V
68
72
Welding Current Range
A
50-350
50-500
Crater Welding Current
A
50-350
50-500
Output Voltage Range
V
15-31.5
15-39
Rated Duty Cycle
%
60
60
Power Factor
%
82
82
Weight (Without input cable & plug)
Kg
54
75
Dimensions (LxWxH)
mm
660x350x620
660x350x620
*Please note that the duty cycle value may varies according to room temperature.
IMG 350 / 500 Assessories 

:Mig Torch 
:Abicor binzel RM 36/50
:THM-RM36/50

:Optional mig pull-push torch
: (for special aluminium mig
: Abicor binzel PP24D,PP26D,PP36D)

:Wire feeder TA350A
: FDE-350A-3MT
: FDE-500-3MT

:Gas Regulator
:WFR-2503
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