	* Input Voltage : 415V
* Input Current : 24A
* Welding Current : 40 ~ 280A
* Duty Cycle : 40%
* Weight : 125Kg
* Dimensions (mm) : 510 x 950 x 838
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	Features 

- The MIGWELD series are easy to adjust. Coarse and fine voltage steps are clearly marked on the power source, providing easy control and quick value setting.
- The MIGWELD 280 will have an internal or external wire feeder.
- The MIGWELD 280 has 32-steps. It had continous, spot and stitch welding to facilitate different kind of welding environment. These MIGWELD`s welding characteristics are excellent. both in CO² and mixed gases.
- Better welding parameters 0.6mm - 1.6mm (Min 30 amps - Max 500 amps).
- Heavy duty chassis construction.
- Double thermal protection for transformer and rectifier.
- Ergonomic and value added features. (Tool container, torch holder and lower gas tray holder).

Specification 

Model
MIGWELD 280S 
Primary Supply 
50/60hz 
3 ph ( 415 V )
Max.Input Current
A
24
Output Rating
280A / 28V
Duty Cycle
%
40
Duty Cycle Rating at 60%
V
250A / 27V
Duty Cycle at 100%
A
190A / 24V
Output Control
Tapping
Voltage Adjustment
steps
4 x 8
Open Circuit Voltage
V
18 - 39
Welding Range at 50~210A
A
40 - 280
Filler Wire Size Range
mm
0.6 - 1.2
Wire Feeding Speed
Meter/min
1 - 17
Time (Spot/Stitch)
sec
0 - 5
Degree of Protection
IPS21
Insulation Class 
H 180° C
Weight (without input cable & plug)
Kg
125
Dimension (LxWxH)
mm
950x510x838
MIG 280S Accessories 

:Earth Clam
:SWRH-KW25-E4F8

:Gas Regulator
:C02 WR-191/CO
:RHC-CHN-BRIL
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