	* Input Voltage : 220 / 240V
* Input Current : 60A
* Welding Current : 8 ~ 160A
* Duty Cycle : 20%
* Weight : 62Kg
* Dimensions (mm) : 460 x 300 x 520
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	Features 

MINI TIG TG 160
1) Single phase input
- Mini TIG TG160 can be used with single phase input.
- You can confirm abnormal operation with pilot lamp on front panel 
2) Excellent welding effects with IC and Thyristor control
- TG160 has good arc starting and stable arc characteristic, therefore it is most suitable for thin thickness plate welding.
3) Compact design
- Special compact design, but with handle and wheel. It is recommendable for easy welding job on site.
Specification 

Rating
TG 160 
TG 300( with Pulse)
Input
kVa
11.4 (1Ø50/60Hz) 
26 (2Ø50/60Hz) 
Duty Cycle* 
%
20
40
DC no load voltage
V
65
80
AC no load voltage
V
-
80
DC Output current
TIG
A
5~160
5~300
MANUAL
5~160
5~300
DC Output voltage
TIG
V
14~16
16~20
MANUAL
14~16
20~32
AC Output current
TIG
A
-
20~300
MANUAL
-
20~300
AC Output voltage
TIG
V
-
16~22
MANUAL
-
20~35
Dc initial & Crater current (TIG)
A
6~160
20~300
Ac initial & Crater current (TIG)
A
-
20~300
Initial current control
-
Available when Crater control On
Available when Crater control On or Repeat
Up slope control time
sec.
-
0,0.1~6(continuously)Adjustable to without control(by P.C.B)
Down slope control time
sec.
-
0,0.2~10(continuously)Adjustable to without control(by P.C.B)
Gas pre-flow time
sec.
-
0.3(Changeble)
Gas after flowtime
sec.
0.5~15 (Continuously)
5~25 (Continuously)
Arc spot time adjustment
sec.
-
0.5~5 (Continuously)
Cleaning width adjustment
-
-
Adjustable with AC TIG welding
Pulse frequency 
Hz
-
0.5~5 (Continuously)
Dimension (W x D x H)
mm
400 x 460 x 520
440 x 700 x 810
Weight
kg
60
175
Remote control
-
-
Cable length 4m
*Please note that the duty cycle value may varies according to room temperature
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